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TiKEM POL 533 
 
 

TiKEM POL 533 is a synthetic polymer used as “extender” of bentonite drilling muds for 
civil engineering applications such as pipe boring and diaphragm wall digging. 
TiKEM POL 533 acrylic polymer is non-toxic and safe for environment and users. 
 
Talking about the chemistry of TiKEM POL 533 it is an acrylic polymer characterised by a 
low anionic behaviour and quite low molecular weight. The manufacturing process is 
realised in a very modern plant, constantly monitored, in order to reach extremely high 
quality standards. The choose of raw materials used to produce TiKEM POL 533 polymer 
is made with high care and accuracy in order to ensure the complete absence of heavy 
metals such as chromium, cadmium, lead, arsenic, zinc and aromatic compounds. 
 
As physical appearance, the TiKEM POL 533 polymer looks like a translucent liquid, easily 
and fully mixable in bentonite drilling muds, even in low agitation conditions. 

 
PRINCIPAL USES: 
 

 BORED PILES DIAPHRAGM WALLS 
 MICROTUNNELLING HORIZONTAL DRILLING 
 WELL DRILLING FLUID LOSS CONTROLLER 

 
DOSAGES: 
 

 Concerning drilling muds characterised by concentration ranging between 4 and 
7 % the optimal dosage of TiKEM POL 533 polymer is 0,5-1 kg for one cubic 
meter of mud. 

 Concerning drilling muds characterised by low content in bentonite (less than 
4%), the optimal dosage of TiKEM POL 533 polymer ranges between 0,7 and 1,2 
kg for one cubic meter of mud    

 
Packaging: 25 kg pails, 900kg/pallet 
Shelf life: 6 months* 
   *Because of the short shelf life, the product is available only for orders.  

Min. order quantity 1 pallet (900kg) and transport is available in frost-free weather 
Origin:   EU 
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TiKEM POL 533 
 
General characteristics: 
 

 Appearance:       viscous liquid  

 Ionic character:    anionic 

 Charge density:    medium 

 Molecular weight:    high 

 Specific Gravity:     1,00-1,10 

 Avg. Non-Volatile Solids:   34-41% 

 Bulk viscosity:     500-2000 cps 

 Approx viscosity @5g/l:   2400cps 

 Max. use concentration:  10g/l 

 Stability of ID solution:   8 days 

 Storage temperature:   5-35 °C 

 Shelf life:       6 months* 

*when stored inside a building at a stable temperature between 5-30°C.  
Keep from direct sunlight and frost-free place. 

 
 
Exclusive Distributor: 
 
       Ti KEM Hungary LTD. 
      info@tikemhungary.hu   
 
 
 
Note: 
The data in this technical data sheet is provided for information only. It is correct to the best of our knowledge, 
information and belief at the date of its publication. All information comes from the producer. It does not constitute a 
specification and no liability is assumed, nor freedom from any existing patients.  
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